
Benelli M4 Hammer
Installation Instructions

READ THIS FIRST
Firearm safety is YOUR responsibility. You must memorize and put into 
practice the 4 Rules of Firearm Safety:
 1. Assume every firearm is loaded.
 2. Keep your finger off the trigger until you are ready to shoot.
 3. Do not let the muzzle point at anything you are not willing to destroy.
 4. Know your target and what is beyond.

The Geissele Automatics Benelli M4 Hammer is a direct replacement 
for the original Benelli hammer. It is constructed of S7 tool steel and 
requires no fitting or gunsmithing to install. It is completely manufactured 
in the United States and is an additional part for 922(r) compliance.

Always follow the instructions for assembly, operation, and maintenance 
for the M4 shotgun contained in the Benelli Owner's Manual. These 
installation instructions for the Geissele M4 Hammer do not supercede 
the Benelli Owner's Manual instructions.

INSTALLATION INSTRUCTIONS
 1. Lightly coat the bore of the Geissele M4 hammer and the top of the  
  hammer spring plunger with a high quality gun oil (CLP or  
  equivalent). Lubricate the sear surfaces/hooks with a high qualitity  
  grease.
 2. Position the hammer in the trigger group to align with the hammer  
  pivot pin. Press the pin through the hammer and through the left  
  side of the shell lifter.
 3. Cock the hammer.
 4. Press the hammer pivot pin in the rest of the way until the right end  
  is flush with the shell lifter and the snap ring slots are visible on the  
  left end of the pivot pin.
 5. Using external snap ring pliers, install the snap ring onto the end of  
  the hammer pivot pin. Make sure the snap ring captures the slots in  
  the pivot pin.
 6. Hold the bolt release button fully in and install the trigger group into  
  the receiver, making sure that the trigger group is fully seated to the  
  rear.
 7. Press the trigger group retention pin into the receiver until the head  
  of the pin is fully seated against the left side of the receiver.
 8. Check safety operation:  Cycle and close the bolt. Engage the 
  safety. Pull the trigger hard - the hammer should not fall.
 9. Check trigger reset:  Disengage the safety. Dry fire the shotgun and 
  hold the trigger all the way back. Cycle the bolt. Press the bolt  
  release button to let the bolt snap closed. The hammer should not  
  fall. Release the trigger. Hammer should be caught by the trigger  
  and should not fall.

Contact Geissele Automatics with any questions.
Geissele Automatics, 1920 W. Marshall Street, Norristown, PA 19403
Tel: 610-272-2060 | Fax: 610-272-2069 | E-mail: sales@geissele.com
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REMOVAL INSTRUCTIONS
 1. Unload the shotgun.
 2. Cycle the bolt to cock the hammer. Close the bolt.
 3. Locate the trigger group retention pin on the right side of the  
  receiver. It is slightly above the front of the trigger guard.
 4. Press the trigger group retention pin in from the right side of the  
  receiver. Pull the pin out from the left side of the receiver until it  
  stops; the pin is captured in the receiver and should not be fully  
  removed.
 5. Pull the trigger guard down and slightly forward to remove the  
  trigger group from the receiver.
 6. Pull the trigger to release the hammer. Do not let the hammer snap  
  forward and hit the housing.
 7. Locate the external snap ring on the left side of the hammer pivot. 
 8. Using external snap ring pliers (Blackhawk model PT-1285 0.038  
  inch diameter tip, McMaster Carr PN 5415A11, or equivalent),  
  remove the snap ring. Be careful to positively control the snap ring  
  so that it does not get lost. DO NOT attempt to pry the snap ring off  
  with a screwdriver; doing this will damage the thin-walled hammer  
  pivot pin.
 9. Press the hammer pivot pin out of the trigger group from the left   
  side only far enough to allow the hammer to be removed.
 10. Remove the hammer.


